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46 CFR Ch. I (10–1–02 Edition)§ 15.901 

TABLE 15.860(a)(2)—TANKERMEN ENDORSEMENTS REQUIRED FOR PERSONNEL ABOARD TANKSHIPS 
[Endorsement for the Classification of the Bulk Liquid Cargo or Residues Carried] 

Tankship certified for voyages beyond boundary line Tankerman 
PIC 

Tankerman 
engineer 

Tankerman 
assistant 

Master ................................................................................................................ ✔
Chief Mate .......................................................................................................... ✔
Chief Engineer ................................................................................................... ✔ or ✔
First Assistant Engineer ..................................................................................... ✔ or ✔
Cargo Engineer .................................................................................................. ✔ or ✔
Licensed Person Acting as PIC of Transfer of Liquid Cargo in Bulk ................ ✔
Licensed or Unlicensed Person Not Directly Supervised by PIC ..................... .................... ........ .................... ✔

[CGD 79–116, 60 FR 17154, Apr. 4, 1995, as amended by CGD 79–116, 62 FR 25135, May 8, 1997]

Subpart H—Equivalents

§ 15.901 Inspected vessels of less than 
100 gross tons. 

(a) An individual holding a license as 
mate or pilot of inspected, self-pro-
pelled vessels of over 200 gross tons is 
authorized to serve as master on in-
spected vessels of less than 100 gross 
tons within any restrictions on the in-
dividual’s license. 

(b) An individual holding a license 
authorizing service as master or mate 
of inspected, self-propelled vessels is 
authorized to serve as master or mate, 
respectively, of non-self-propelled ves-
sels other than sail vessels, within any 
restrictions on the individual’s license. 

(c) An individual holding a license 
authorizing service as master or mate 
of inspected, sail vessels is authorized 
to serve as master or mate, respec-
tively, of other non-self-propelled ves-
sels, within any restrictions on the in-
dividual’s license. 

(d) An individual holding a license 
authorizing service as master or mate 
of inspected, auxiliary sail vessels, is 
authorized to serve as master or mate, 
respectively, of self-propelled and non-
self-propelled vessels, within any re-
strictions on the individual’s license. 

[CGD 81–059, 54 FR 150, Jan. 4, 1989]

§ 15.905 Uninspected passenger ves-
sels. 

(a) An individual holding a license as 
master or pilot of an inspected, self-
propelled vessel is authorized to serve 
as operator of an uninspected pas-
senger vessel under 100 gross tons with-
in any restrictions, other than gross 
tonnage limitations, on the individ-
ual’s license. 

(b) An individual holding a license as 
a master or pilot of an inspected, self-
propelled vessel is authorized to serve 
as master, as required by 46 CFR 
15.805(a)(6), of an uninspected passenger 
vessel of at least 100 gross tons within 
any restrictions, including gross ton-
nage and route, on the individual’s li-
cense. 

(c) An individual holding a license as 
mate of inspected, self-propelled ves-
sels (other than Great Lakes, inland, or 
river vessels of not more than 200 gross 
tons) is authorized to serve as operator 
of uninspected passenger vessels of less 
than 100 gross tons within any restric-
tions, other than gross tonnage limita-
tions, on the individual’s license. 

[USCG–1999–5040, 67 FR 34767, May 15, 2002]

§ 15.910 Towing vessels. 
(a) No person may serve as master or 

mate (pilot) of any towing vessel with-
out meeting the requirements of 46 
CFR 15.805(a)(5) or 15.810(d), respec-
tively. 

(b) Through May 21, 2006, the excep-
tion granted by 46 CFR 15.610(b) of this 
part applies to the manning of towing 
vessels. 

[USCG 1999–6224, 66 FR 20944, Apr. 26, 2001]

§ 15.915 Engineer licenses. 
The following licenses authorize the 

holder to serve as noted, within any re-
strictions on the license: 

(a) A designated duty engineer li-
cense authorizes service as chief or as-
sistant engineer on vessels of not more 
than 500 gross tons in the following 
manner: 

(1) A designated duty engineer lim-
ited to vessels of not more than 1000 
horsepower or 4000 horsepower may 
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